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TEMPERATURE  SENSORS

SPECIFICATIONS - MPTR
1. INPUT
Thermocouple J, K, T, N
RTD Pt100 ohms RTD (DIN / JIS)
Range 10-50mV
Accuracy 0.1% of SPAN
CJC Comp Temp Influence +/-0.6% / 25OC
Zero Range -50 to +50OC

3.  ENVIRONMENTAL
Operating Temp. -40 - 85OC / -40 - 185OF
Humidity 0 - 95% non Condensing
Rating IP20

Weight 40g
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2.  OUTPUT
Output  4-20mA
Temp Stability +/-0.7% of SPAN / 25oC (50oF)
Response (10-90%) <0.2s
Long Term Stability 0.1% / YR
Permissible Load 620ohm @ 24VDC
Sensor Break Action High(25mA) or Low(3mA)

4.  POWER
Rating 6.5 - 32VDC

TEMPERATURE TRANSMITTER
                             HEAD MOUNT

STANDARD
INPUT - THERMOCOUPLE J, K, T, N

- PT100
OUTPUT - 4-20mA
0.1% ACCURACY
ZERO & SPAN POTENTIOMETERS
FITS STANDARD T/C HEAD
LOW PROFILE - 0.67” (17mm)

OPTION
INTRINSICALLY SAFE
FM APPROVAL
CENELEC APPROVAL

MODEL CODE
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